
This product is designed to be applied by experienced contractors. 
If you require the assistance of an experienced contractor, 
please call 01732 845007.

Before you start please ensure you have all the appropriate equipment and personal 
protective clothing including a mask, gloves, skin cover, eye and knee protection. 

PREPARATION
EnsuEnsure the substrate is sound, clean, dry, contamination free and suitable for the purpose. 
Remove all dust and foreign matter. Mask off areas where resin is not required using 
suitable tape. To achieve the best results place a 500-1,000 watt halogen lamp behind you 
to highlight trowel marks. Each kit covers 6m2.  
 
MIXING
On a level surface remove the container lid. Carefully pour (Part B) stored in the top 
of tof the container into (Part A) stored in the bottom.  Mix the base & activator components 
thoroughly using a mixing drill and paddle on a disposable ground sheet. 
Mix until fully homogeneous, ensuring material from the sides and base of the pail are 
well mixed. This should take around 1-2 minutes.

MIXING AGGREGRATE
Using a forced action mixer or similar, mix the resin with the aggregate at a ratio of 3 x 25kg 
bags of aggregate to one complete mix of resin. If you do not have a 110 litre mixer the kit 
can be divided incan be divided into smaller mixes which should be measured out before commencing. 
Mix the resin and aggregate until all aggregate is fully coated with resin. 

APPLYING THE MIX
Decant the mixture into suitable carrying container such as a large flexible bucket then 
on to the application area. Begin screeding the mix using a new trowel (preferably with 
at least one rounded end). Screed to an average of 8mm in depth (3mm aggregate), 
3-4mm (1mm aggregate) During this process ensure the trowel is lubricated by applying 
vvegetable oil with a spray or brush regularly to ensure the trowel glides freely. 

 CLOSING OFF
Once the mixture is laid to the required depth clean the trowel with vegetable oil and smooth 
one last time before adding the next mix. Always maintain a wet edge and work continuously 
until the surface is completed. In areas that have regular standing water a topcoat 
can be applied.  
 
FINISHINGFINISHING
FLOTEX resin takes approximately 2-6 hours to cure. Temperature, sunlight and overnight 
temperatures can vary this. FLOTEX will reach vehicle strength after 24 hours. 
Full chemical cure takes 28 days.

......

FLOTEX - Installation Guide 
Print out this guide before beginning.


